


Gaska Hi Bond’ Series

GHBG6626CL
Roll Sizes How To Make Gaska Hi Bond® Work
A A Al test th bstrate bef lyi
Available Thicknesses: Test Gl\—/lv;)f/;r ?erac%seunesrgr)a/ gndec(gr?tggnﬁg;g%n.
Substrate - P
.020”, .040” U.5ml'|1 _ 1 UITIITI Use the first 4-6” of the roll. - -
( ) This step is only necessary if low surface w
CLLI energy or contamination is present. The 20min - 50%
H H . grit needed will vary.
Avallal_)le Widths: High-performance PSA's like GHB should 1Hr. - 75%
.020” Thickness: .250" - 17" (6.4 - 431.80mm) [(EELTUT W have a clean surface. We recommend a o
5 Th " » 50/50 mix of IPA and water. 1 Day - 90%
.040” Thickness: .250” - 36” (6.4 - 914.40mm) o
Apply primer when necessary. 3 Day - 100%
[T d Recommended for maximum performance.

Available Lengths:
.020” Thickness: 216’ (66M)
.040” Thickness: 108’ (33M)

Y UM Overlap both ends by 2”. Temperature
GHB Should be 50-110°F
m Requires a minimum of 15psi pressure.

Typical Physical Properties

Not for specification purposes.

Notes:
Substrate surfaces must be clean and
Test Method GHB6626CL dry to insure a good bond. The use of
) : a primer to clean and properly prepare
ASTM D-1667 Foam DenS|ty (Ibs.Jout) 66 the surface is recommended before
(kg/m?) 1060 using the GHB6626CL product.
0A3012 Tensile Adhesion (T block) (psi) 125 (1) Gaska Tape Procedure
AsTm0-1000_Adhesive Peel (Pl 6 Typical perfzrmance properties
aa3006  Holding Power (180° Shear) (psi) 0.5 and characteristics are based
QA3030 Lap Joint (Dynamic) Shear {psi) 65 on samples tested and are not
. " guaranteed for all samples of this
Recommended Service Temperature (P -20 - 200 product
— (€) -29-93 Data is intended as a guide
Recommended Application Temperature (F) 50-110 only and is presented without
(c) 10 -45 guarantees and without assumption
— n of liabilities resultant from the use
Oxidation Resistance Excellent of information provided. This data
Weather Resistance Excellent is not to be used for specification

purposes.

Warranty

Gaska Tape Inc. warrants its product to be free from defects in material and workmanship for a period of one year
beginning on the date of purchase, provided the purchaser installs and uses the products according to any instructions
provided by Gaska Tape Inc. Any product which fails during the warranty period due to a defect will be replaced.

Upon request, Gaska Tape Inc. will be pleased to provide a copy of its written Limited Warranty with complete details of
coverage, conditions and limitations.

Gaska Tape Inc. makes no other warranty, expressed or implied, and specifically disclaims and disavows any implied
warranty of merchantability and of fitness for a particular use.
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