


ULD400 Series

Ultra-Low Density

Roll Sizes Benefits & Features
Available Thicknesses: Seals out air, condensed
188 - .500” (4.8mm — 12.7mm) moisture, light and dust.

Cushions, absorbs vibration

Available Widths: and shock, plus insulates
250 - 57” (6.4mm — 1448mm) in thermo and electrical

applications.

Available Lengths:

25’ -102° (7.6M - 31M)

Typical Physical Properties

Test Method ULD400

AsTMD-1667 Density (IbsJeu t) 4 Notes: ,
The length of the rolls vary depending
(kg/m?) 64 on the thickness of the material
ASTMD-1667 Force To Compress 50% Initial (psi) 25 Gaska Tape offers standard fength
1 Minut ) 0.3 logs, master logs are double the
Inute (psi) . standard length plus 2" and available
AsSTMD-412  Tensile Strength (psi) 12 upon request for quote.
kPa 827 (1) Gaska Tape Procedure
ASTM D-1667 Percent EIongation 150 Typical performance properties
) and characteristics are based
ASTN 0412 Compresswn Set 25% Loss 5 on samples tested and are not
From Original Height guaranteed for all samples of this
Recommended Service Temperature () -40 to 180 product
o . Data is intended as a guide
— () 40 to 82 only and is presented without
Recommended Application Temperature (F) 50 - 110 guarantees and without assumption
g 10 -45 of liabilities resultant from the use
(9 X . ; i
F i Resist E llent of information provided. This data
ungi kesistance Xcellen is not to be used for specification
Oxidation Resistance Excellent purposes.
Weather Resistance Excellent

May require 50% compression or greater to create a positive seal.

Warranty

Gaska Tape Inc. warrants its product to be free from defects in material and workmanship for a period of twelve (12) months
beginning on the date of purchase, provided the purchaser installs and uses the products according to any instructions
provided by Gaska Tape Inc. Any product which fails during the warranty period due to a defect will be replaced.

Upon request, Gaska Tape Inc. will be pleased to provide a copy of its written Limited Warranty with complete details of
coverage, conditions and limitations.

Gaska Tape Inc. makes no other warranty, expressed or implied, and specifically disclaims and disavows any implied
warranty of merchantability and of fithess for a particular use.
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